Pe/, [Zolo _MM’Hn'S .reﬁue37" FiLE 8/’2»/0"?

KENTUCKY TRANSPORTATION CABINET TC 61-29
DIVISION OF HIGHWAY DESIGN REV. 02-07
PAVEMENT BRANCH
Sheet 1

Pavement Design <20,000,000 ESALs

& Off the National Highway System
County McCreary/whitley Item 8-261.2/11-279.1 UPN FD0O4 118 0092 016-026
Road Name KY 592 to Cornbread Branch F.P. NA '
Description Relocate KY 92
Traffic 1,400 2007 2,300 2027 ESAL 2,200,000 20-yr
_Existing: Type NA Thickness _ NA inches
Length 8.40 Miles Design Speed 55  M.P.H. Design CBR 3

g ~Note:
FOR TYPICAL SECTION SEE ATTACHED SHEET (S)
PAVEMENT
Traffic Lanes:
1 " DGA ' g depth
212 CL 2 ASPH BASE 1.00D PG64-22 3.75" depth
212 CL 2 ASPH BASE 1.00D PG64-22 3n depth
212 CL 2 ASPH BASE 1.00D PG64-22 3 depth
301 CL 2 ASPH SURF 0.38D PG64-22 1.25" depth
~ Shouldexs:
1 DGA _ 11.75" depth
212 CL 2 ASPH BASE.1.00D PG64-22 . 3n depth
212 CL 2 ASPH BASE 1.00D PG64-22 g depth
301 CL 2 ASPH SURF 0.38D PG64-22 1.25" depth
KY 92 CONNECTORS, RELOCATED KY 592 & KY 1470
 Iraffic Lanes:
1 DGA g" depth
212 CL: 2 ASPH BASE 1.00D PG64-22 A depth
212 CL 2 ASPH BASE 1.00D PG64-22 . depth
301 CL 2 ASPH SURF 0.38D PG64-22 1.25" depth
Shoulders:;
Earth Shoulders

SUBMITTED DATE TEBM for Pavements
RECOMMENDED DATE Director of Design
RECOMMENDED DATE Dpty State Highway Engr

APPROVED DATE Commissioner of Highways




Pavement (Cont.) Sheet 2

ENTRANCES _

1 " DGA , an depth
212 CLZ ASPH BASE 1.00D PG64-22 3n depth
301 CL2 ASPH SURF 0.38D PG64-22 i depth

Asphalt Seal required from outside edge of paved shoulder to a
point 2 feet down the ditch or £ill slope. Two applications of
. the following: :

291  EMULSIFIED ASPHALT RS-2 ' 2.40 1b/sy
‘100  ASPHALT SEAL AGGREGATE 20 1b/sy (Size No.8 or 9M)
PLAN NOTE NO. 444, 447

SPECIAL NOTE FOR:
9Y Material Transfer Vehicle (5-9-07)



